
FlneTek
19

 HOW TO MAKE YOUR ORDER

Length: mm (total)

Quantity of float

Stem

Connection Type

Code size  Material

2M: 5kg/cm JIS
2N: 10kg/cm JIS

O: 150Lbs ANSI
P :  300Lbs ANSI
Q: PT
R: PF (G)
T: BSP
U : NPT
S : Others
W:PN10 (10Bar)
X: PN16 (16Bar)
Y: PN25 (25Bar)
Z: PN40 (40Bar)
J : Adjustment screw
K: Adjustment flange

  Size for flange or screw   Pressure range or other

Housing Type

A:   3/8" (10A)
B:   1/2" (15A)
C:   3/4" (20A)
D:    1"   (25A)
E: 1-1/2"(40A)
F:     2"   (50A)
G: 2-1/2"(65A)
H:    3"   (80A)

I:    4"(100A)
J:   5"(125A)
K:   6"(150A)
S:   Others
1:   1/8"
2:   1/4"
3: 1-1/4"(32A)

D: Aluminum (Explosion-proof)
     EEx  IIB T3~T6

N: SUS304 or SUS316
(Explosion-proof)

      EEx IIB T3~T6

Certified by GL, ABS Marine grade
    are available. (Please see page 17)

 Float Type (see page 7)
P1,P2, P3, P4
F2, F3, F4 
S1, S2, S3, S4, S5, S6, S7

F D ( )7 D HM 7 S 6 3 0 5 0 0 A L T

FC: Plastic (Stem)
FD: Metal (Stem)

0: φ8            PP
1: φ8            SUS304
2: φ8            PVC
3: φ9.5         SUS304
4: φ12.7       SUS304
5: φ17.2       P.P.

A: φ8            SUS316
B: φ9.5         SUS316
C: φ12.7       SUS316
D: φ17.2       SUS316

6: φ16          PVDF
7: φ17.2       SUS304
8: φ12.7       P.P.
9: φ12.7       PVC

Code size  Material Code size  Material

50cm per Unit0500: 50cm (01~50)
1000: 100cm (51~100)
1500: 150cm (101~150) 

Contact Form
A: SPST C: SPDT
F: 1 float 2 points G:1 float 3 points

T: Test Rog
Tag



ENCLOSURE EXPLOSION PROOF TYPE

FLANGE TYPE
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SCREW TYPE
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RF7 D FM 4 S4 4 RF7 D HM 7 S6 4Type Type RF7 N HM 7 S6 4Type

RF7 D FQ 4 S4 4 RF7 D HQ 7 S6 4 RF7 N HQ 7 S6 4Type Type Type

PTB PROOF No. 05 ATEX 1027     II 2G EEx d IIB T3~T6
NEPSI PROOF No.GYJ03348 Ex d IIB T3~T6

II 2D IP65 T3~T6
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FLOAT SPECIFICATIONS

P1 25×15×10 E>0.65 4 803.5 PP /
 white
 black

P4 20×25×10 E>0.7 4 803.7 PP / black

P3 48×45×18.5 E>0.6 8035.55 PP / black

P2 25×25×10 E>0.55 4 805 PP /
 white
 black

A

B

C

(Hollow)

N5 30×45×12.8 E>0.5 ATM 11.5 100NBR / black

F4 48×60×18 E>0.75 5 12065.3 PVDF

F2 42×44×14 E>0.63 5 8018.5 PP

F3 45×45×20 E>0.65 5 8035.7 PP

N4 17.5×25×10 E>0.65 ATM 2.5 100NBR / black

N3 19×20×10 E>0.55 ATM 2.4 100NBR / black

N2 18.5×26×10 E>0.7 ATM 1003.3 NBR / black

N1 25×15×10 E>0.5 ATM 1002.7 NBR / black

Q7 25×25×10 E>0.7 ATM 806.7 PP / white

C

A

B

(Foam)

C

A

B

(Hollow)

S6 75×108×20 E>0.5 10 200165 SUS 304

S2 41×38×11 E>0.7 35 20019.5 SUS 316

S1 28×28×9.5 E>0.7 10 2008 SUS 316

S4 52×52×15 E>0.55 30 20033.4 SUS 316

S5 75×73×19 E>0.65 30 200102.4 SUS 304

S7 30×28×9.5 E>0.82 30 2008 SUS 316

S3 45×55×15 E>0.65 12 20037.6 SUS 316

            MODEL TYPE φAxBxφC S.G. Max. Pressure Weight Material/Color Max. Temp.
2                                                                                                                     (kg/cm )                                                                                                                     (�C)(g)

B

C

A

A

B

C

S10 30×32×9.5 E>0.82 50 200SUS 3168.6
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3/4"NPT

Explosion-proof

Material    : Aluminum 
Enclosure  : CESI 03 ATEX 108

Max.Temp.: -20°C ~100°C

Material     : Aluminum 
Enclosure : IP65
Max.Temp.: -20°C ~200°C

Material     : PP+Fiber 
Enclosure : IP65
Max.Temp.: -20°C ~80°C

Material     : Aluminum
Enclosure  : IP65
Max.Temp.: -20°C ~200°C

Material    : PC 
Enclosure  : IP65
Max.Temp.: -20°C ~80°C

Material    : Aluminum 
Enclosure  : IP65
Max.Temp.: -20°C ~100°C

Explosion-proof

Material    :  Aluminum 
Enclosure  : NEPSI Ex d IIB  T3~T6
                    ATEX      II 2G EEx d IIB T3~T6
                    ATEX      II 2D IP65 T3~T6
Max.Temp.: -20°C ~200°C

N

80

φ70

1/2"NPT

M

80

φ70

1/2"NPT

L

1/2"NPT

1/2"NPT
80

80

Explosion-proof

Material    :  SUS316
Enclosure  : NEPSI Ex d IIB  T3~T6
                    ATEX      II 2G EEx d IIB  T3~T6
                    ATEX      II 2D IP65 T3~T6
Max.Temp.: -20°C ~200°C

Explosion-proof

Explosion-proof

Material    :  SUS316
Enclosure  : NEPSI Ex d IIB  T3~T6
                    ATEX      II 2G EEx d IIB  T3~T6
                    ATEX      II 2D IP65 T3~T6
Max.Temp.: -20°C ~200°C

1/2"PF

φ70

70

                            II 2G EEx d IIC  T6

Material    : Aluminum 
Enclosure  : CESI 03 ATEX 108

Max.Temp.: -20°C ~100°C
                            II 2G EEx d IIC  T6

*Recommend for flow switch used *Recommend for side float sw. used

HOUSING SPECIFICATION
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Cable Conduit

φMax=9
φMin=6

36

40

68

3/4"NPT
29-1104

35

32 55

1/2"NPT

φMax=12
φMin=9

29-1108

Material: Washer ---NBR

Nickel plated (1/2" NPT)
Body--- Aluminum (3/4" NPT)

EEx d IICX

70

φ70

1/2"PF

Material    : Aluminum 
Enclosure  : IP65
Max.Temp.: -20°C ~100°C


