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MARINE GRADE APPROVAL

L(Max. 2M)

60.5
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2"x5kg/c
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1/2"NPT

L(Max. 2M)

C-C

60.5
21"x5kg/cm φ

80

φ70

1/2"NPT

Please specify the    ,    , C-C and L while placing an order.
(Length from lower end of housing to center line
of float ball)

2

American Bureau of
Shipping (USA)

Germanischer Lloyd
(Germany)

RHM  DM  4  S3 1 RSM  FM  4  S3 1

    S3=   45x55

S4=   52x524= 12.7FM=2"x 25kg/cm

DM=1"x 25kg/cm 4= 12.7

φ

φ φ

φ

RHM  DM  4  S3  1  0500  A
Contact Form

Length: mm (total)

RSM  DM  4  S3  1  0500  A
Contact Form

Length: mm (total)

Connection

Float quantity

Float Type
Pipe diameter

Float quantity

Float Type
Pipe diameter

Connection
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TEST ROD

Material:
1. Rod Connection: Bronze
2. Compressed Spring: Stainless Steel
3. Positioning Clip: Stainless Steel
4. Test Rod Stem: Stainless Steel

Function:
When the Test Rod is attached to a magnetic float
level switch, user could test the performance of
the magnetic switch directly by pulling the handle 
of the test rod on the top of the switch.

GL Marine Approval 50885-04HH 

FD......T

Connecting flange
2Min. 3"x5kg/cm
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