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 CUSTOM LENGTH(L) (UNIT: mm)

CONNECTING TYPE

 FLOAT TYPE

10/16: STANDARD
20/26: HIGH TEMP.
40: DOUBLE ANGLE STANDARD
45: DOUBLE ANGLE HIGH TEMP.
50: VERTICAL STANDARD
55: VERTICAL HIGH TEMP.
62/66: HIGH TEMP RADIATOR
70: LF70 Screw type (Ex d II B T3~T6)
71: LF71 Flange type (Ex d II B T3~T6)
73: LF73 Square Flange Type (Ex d II B T3~T6)
75: LF75 Top Mounting Type (Ex d II B T3~T6)

2B: φ75x120 (OPERATION PRESSURE 10kg/cm S.G. 0.25)
2C: φ41x150 (OPERATION PRESSURE 15kg/cm S.G. 0.65)
2D: φ50x150 (OPERATION PRESSURE 30kg/cm S.G. 0.55)
2G: φ41x125 (OPERATION PRESSURE 15kg/cm S.G. 0.7)
2H: φ41x100 (OPERATION PRESSURE 15kg/cm S.G. 0.8)

 Tolerance of the total product length is �5mm
 Characteristics, specifications and dimensions are subject to change without notice.
 Please contact your nearest distributor office for further information. 
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 TEST ACCESORY

E: 1-1/2" (40A) M: 5 2kg/cm W: PN10 (10Bar)
F : 2" (50A) N: 10 2kg/cm X : PN16 (16Bar)
G: 2-1/2" (65A) O: 150 Lbs Y : PN25 (25Bar)
H: 3" (80A) P : 300 Lbs Z : PN40 (40Bar)
I : 4" (100A)

R: PF(G)J : 5" (125A)
K: 6" (150A) T : BSP
L : 92x92

S : Others

U : NPT

Q: PT

 (for  FF90 Series)
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80: ANTI-ACID/ALKALINE
81: ANTI-ACID/ALKALINE
90/96: SQUARE FLANGE


